
Systems Cores TTBAR Systems Cores TTBAR Systems Cores TTBAR
CDF 349 4080 35.37 257 3344 31.8 73.6 82.0 89.9
CMS 1289 11744 111.97 909 8704 96.5 70.5 74.1 86.2
D0 462 6168 55.07 347 5248 50.6 75.1 85.1 91.9
GP 335 4952 51.69 231 4120 42.1 69.0 83.2 81.4
Total 2408 25088 233.61 1705 19464 200.5 70.8 77.6 85.8

Systems Cores TTBAR Systems Cores TTBAR Systems Cores TTBAR
CDF 349 4080 35.37 196 2856 29.4 56.2 70.0 83.3
CMS 1289 11744 111.97 629 6536 73.5 48.8 55.7 65.7
D0 462 6168 55.07 236 4288 43.6 51.1 69.5 79.2
GP 335 4952 51.69 131 3032 30.2 39.1 61.2 58.5
Total 2408 25088 233.61 1128 14664 156.3 46.8 58.5 66.9

Computing	  capacity	  remaining	  after	  partial	  load-‐shed

GCC-‐B	  &	  GCC-‐C:	  Full	  Load GCC-‐B	  &	  GCC-‐C:	  30	  %	  Reduction %	  Remaining

GCC-‐B	  &	  GCC-‐C:	  Full	  Load GCC-‐B	  &	  GCC-‐C:	  50	  %	  Reduction %	  Remaining


